Ochranné povlaky

ocelového plechu PUR26/SSAB M(3)

GREENCOAT Priehladna ochranna félia

COLORFUL STEEL

Crown BT

Metrotile

stresné krytiny

3.1.1 Vrchny ORGANICKY POVLAK (Topcoat) 3.1 ORGANICKY POVLAK - vrchné strana

] I
3.1.2 Zkladny ORGANICKY POVLAK (Primer)|

PUR26 - Polyuretdn 26 um

SSAB

2. KOVOVY POVLAK

2275 - Zinok 275 g/m?

Prediprava - 1 pm

2. KOVOVY POVLAK

Z 275 - Zinok 275 g/m?

1. OCEI: 0,5 mm

S$280GD+Z - konstrukéna akost

Preduprava - 1 um

3.2 ORGANICKY POVLAK- spodnd strana  3.2.1 Prva vrstva ORGANICKY POVLAK (Primer)

EP12 - Epoxyd 12 um [

| 3.2.2 Druhd vrstva ORGANICKY POVLAK (Backcoat)

Vyrobca: SSAB Europe Oy Svédsko, Finsko
Obchodné oznacenie: GREENCOAT® Crown BT
Oznacenie podla EN 10169+A1: PUR

Zaruka na lak: 15 rokov

Zaruka na prehrdzavenie: 40 rokov

7 ve

Odhadovana Zivotnost: 45 - 50 rokov

1. OCEL 0,5 mm, S280GD+Z - konstrukéna akost
podla: EN 10346 a EN 508-1, Steel (angl.)

- ocelovy plech Ziarovo pozinkovany: S280GD+Z
- Standardna hradbka: 0,5 mm

-taznost: A, 18 %

- recyklovatelny material

2. KOVOVY POVLAK 7275 - Zinok 275 g/m?
podla: EN 10 346 a EN 508-1, Metal coating (angl.)

- prva ochranna vrstva kovovym povlakom typu: "Z"
- hmotnost vrstvy: 275 g/m? spolu na obidvoch stranéach

Preduprava
Pre-treatment (angl.)

Rozhodujucou operaciou v technologickom postupe pre kvalitu

ochrannych vrstiev je chemicka preduprava a ocistenie kovového
povlaku pre zabezpecenie prilnavosti nasledného organického
povlaku.

3.1 ORGANICKY POVLAK PUR26 - Polyuretan 26 um, vrchné strana
podla: EN 10169+A1 a EN 508-1, Organic coating (angl.)

Klaéové vlastnosti:

- odolnost voci UV ziareniu: RUV3

- odolnost voci poskrabaniu v "kg": > 2,5 (25N)
- korézna odolnost: RC4

- polomer ohybu: <1 T

Ostatné vlastnosti:

- lesk: matny (M) 10°

- §truktura povrchu: Struktirovana (3)

3.1.1 Vrchny ORGANICKY POVLAK, Topcoat (angl.)
- hrabka: 20 um

- obchodné oznacenie: GREENCOAT® Crown BT

- druh: polyuretan

- oznacenie podla EN 10169+A1: PUR

3.1.2 Zakladny ORGANICKY POVLAK, Primer (angl.)
- hrdbka: 6 um

Priehl'adna ochranna félia

- aplikuje: Metrotile CE, s.r.o Slovensko
- aplikuje sa len na vrchnu stranu ako docasna ochrana
- pri zabudovani vyrobku féliu odstrénit!



GREENCOAT

COLORFUL STEEL

GreenCoat Purex

Nordic quality steel

for harsh weather and greener living

GreenCoat Purex

General Product Description

A modern product with optimized properties for tile profiles and modular roofing

GreenCoat Purex is a durable with an elegant appearance.

GreenCoat Purex possesses excellent forming properties, weather resistance and batch-to-batch color similarity, making it a popular
choice for modular roofing. It has greater durability than standard polyester when exposed to people walking on the roof and other
roof stresses. A textured finish offers a stylish alternative to roofing sheets and protective flashings.

The reverse side of the sheet is painted as standard with a two-layer grey backside coating. GreenCoat color coated products are all
manufactured according to EN 10169 + A1l.

Technical Properties

Technical Properties Matt

Gloss

Minimum inner bending radius

7

1 x sheet thickness

Scratch resistance 25N

UV Radiation Resistance R.3
Corrosion Resistance RC4

Stain Resistance Satisfactory
Highest Operating Temperature 100 °C
Fire classification Als1dO
Coating thickness, nominal 26 um
Primer thickness, nominal 6 um
Coating structure Structured
Steel designation S280GD
Zinc Coating 275 g/m?
Min steel thickness* 0.45 mm

Steel width**

1000- 1424 mm

* If other steel thickness is required, please contact SSAB Technical Customer Support (TCS). Max steel thickness is 1.5 mm

** Max steel width depends on steel thickness. If other steel dimensions are needed, please contact SSAB Technical Customer Support (TCS)
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GreenCoat Purex

Colors

Please find below the standard colors available. Other shades can be agreed upon separately.

020- White X
RR 11- Spruce Green X
RR 23- Dark Grey X
RR 29- Red X
RR 32- Dark Brown X
RR 33- Black X
RR 750- Tile Red X
RR 779- Aubergine X
RR 798- Wine Red X
RR 887- Chocolate Brown X

Reverse Side Coating

Nominal Coating Thickness 12 um
Primer 7 um
Color Dark grey

Greener, Better

The GreenCoat product portfolio is the greenest
and one of the most comprehensive high quality
color coated steel product offers on the market
for roofing, facades, rainwater systems and
indoor applications.

The UK English version of this document shall prevail in case of discrepancy. Download the latest version of this document at www.ssab.com
Hardox, Strenx, Docol, Dogal, Domex, Toolox, Laser, Armox, Ramor, GreenCoat are trademarks of SSAB Technology AB, Sweden
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